KEYED NOTES:

(1) THREAD END OF PIPE AT AIR GAP.

(2 THREADED PIPE CAP

INJECTION FITTING FURNISHED WITH
WATER TREATMENT SYSTEM (TYP).

MOUNT BOTTOM OF CONTROL PANEL 4'-8"
AFF.

(5 DECHLORINATION LINE (3/8" PLASTIC
TUBING) REQUIRED ONLY WHEN ENV-CP
ALLOWS DISCHARGE TO A PERMITTED
OUTFALL.

(6 3/4" PVC SCH 80

(7 1/2" COMPLIANCE SAMPLING VALVE.

FIELD WIRING (TYP) 1/2" OPERATIONAL SAMPLING VALVE.
MAKE UP WATER METER

SOLENOID VALVE

LEVEL CONTROLLER (FURNISHED
WITH COOLING TOWER)

(9 1/2" SAMPLING VALVE.

INHIBITOR AND BROMINE TO BE INJECTED

IN WATER TREATMENT LINE NO CLOSER
BAG F|LTFELi<J 82/32 ;Ig ,N'O|O—< 7 THAN 10 FEET.
[ - o NPMU
[ NC CONDUCTIVITY TO COOLING TOW (11D BROMINATOR DISCHARGE TO BE ROUTED
SOLENOID QUICK FILL PROBE DIRECTLY TO COOLING TOWER BASIN IF
VALVE (TYP) FROM COOLING TOWER I — . FEASIBLE.
g_% 120V “\— WATER TREATMENT LOOP
INJECTION FITTING, WS % $8VC’;F3 FROM COOLING NO
INSTALL ON TOP — 1 ; I —CONTROLLER 3/4" THREADOLET. INSTALL
OF PIPING IN SIDE OF PIPING WITH 3/4"
STATIC MIXER 5 " CORPORATION STOP (TYP)
+ COND. CONTROL \CHEMICAL—/
> N
X NC X NC XNC T PANEL SUPPLY

LA N S N = OEIEN
WATER METER [\ - e
—=— || —FLOW SWITCH
Y (Fe) ~— CONDUCTIVITY
FLOOR SINK TO @4 PROBE
SANITARY SEWER 125 PSI RELIEF VALVE
— 7 N - PROVIDED W/ BROMINATOR

3/4" CHEMICAL PUMPS
AND TANKS (TYP) BROMINATOR =
= DRAWING DEVELOPED FOR ML-3/
\—INHIBITOR o ML-4 PROJECTS. FOR ML-1/
ML-2, ADDITIONAL REQUIREMENTS
DECHLORINATOR . NO AND QA REVIEWS ARE REQUIRED.
% — — i [ >—{OH| NC (REMOVE THIS NOTE WHEN
s o INSERTED INTO A DRAWING
NC | O SN
/ [ Y PACKAGE).
" FLOWMETER 3/4" TO SANITARY
3/4" TEST SEWER
PORT
/~ \OPEN COOLING TOWER WATER —
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NOTES FOR DESIGNER: (DO NOT INCLUDE ON CONSTRUCTION DRAWINGS)

1. THIS DIAGRAM IS GUIDANCE ONLY AND ILLUSTRATES ONE TYPE OF A ENGINEERING STAN DARDS

GARRETT CALLAHAN TREATMENT SYSTEM. CONSULT WITH THE FOD

FACILITY ENGINEER FOR TYPE OF TREATMENT SYSTEM/CHEMICALS DRAWN
REQUIRED. MECHANICAL R.PEARSON
PESIGN R.ROMERO

2. CONSULT WITH THE FOD FACILITY ENGINEER AND ENV-CP '

FOR LOCATION OF FLOW METERS AND SAMPLING VALVES o':::A?r:noEl;::cI:Lzo\l‘\'lvs:‘Ag::;R CHECKED D NGUYEN

(OPERATION, COMPLIANCE, ETC.)

TA- XX BLDG- XX DATE | 06-28-99

3. DECHLORINATOR IS ONLY REQUIRED WHEN SUBMITTED APPROVED FOR RELEASE

TOWER BLOW DOWN IS ROUTED TO A PERMITTED POC DISCIPLINE: CHARLES DUPRE STANDARDS MANAGER: TOBIN ORUCH

OUTFALL. DELETE LOOP FROM DRAWINGS FOR Q SHEET 1

SYSTEMS THAT DISCHARGE TO THE SANITARY LOS Ala S 50 Box 1663

o m() OX

SEWER. NATIONAL LABORATORY Los Alamos, New Mexico 87545 1 OF 2

4. SEE SHEET 2 FOR ADDITONAL NOTES. D.C.: U REVIEWER: LARRY BAYS |DATE: 06-28-99
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